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If within 30 days of delivery the unit does not perform according to our claims and was properly installed in an
application that does not exceed our stated performance specifications, the unit may be returned for full credit.

WARRANTY: Cosense equipment is warranted against intrinsic defects for a period of eighteen months from the
date of shipment. Specifications to change without notice.

PERFORMANCE GUARANTEE
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OPERATION:

COSENSE INC

155 Ricefield Lane, Hauppauge, New York 11788-2007  •  631-231-0735   Fax: 631-231-0838

website: www.cosense.com •  e-mail: sales@cosense.com

SL-900 SERIES

DIMENSIONAL DRAWINGS

SPECIFICATIONS:

Visit Our Website:

www.cosense.com

Repeatability: ±0.04” (±1mm) (typical)
Input Power: 24VDC, 115VAC/230VAC, 50/60 Hz
(optional)
Output: Relay - 0.5 amp, dry contacts,
(NO., C.)
Sink: 50mA Max
Sensor Material: 316LSS (Standard)
Temperature Range: Sensor -20˚F to +200˚F
(-29˚C to 93˚C), Electronics -20˚F to +170˚F
(-29˚C to 77˚C)
Pressure: Operating: Up to 250 psig (1724 KPA)
Mounting: 3/4” VCR, 2-1/2” VCR Standard, specify
(See How To Order)
Housing: Integral/Remote

The sensor is mounted on the top of the vessel through VCR®
metal gasket face seal fitting for single/multiple discrete point
level, which is mounted in the liquid medium. The electronics
generate a continuous wave ultrasonic signal that completely
illuminates the liquid sensing area. The absence of liquid in the
sensing area causes the ultrasonic signal to dissipate, which the
electronics sense as a “dry” condition. When liquid is present,
the amplitude of the ultrasonic signal increases which the
electronics sense as a “wet” condition.


